
 
Green Heat Pellet Fire

Minimum framing dimensions and clearances

Minimum clearance required for flue terminals
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Minimum clearances to combustible materials
Back 150mm       Side 75mm         Front 1,000mm

Quick Step Installation Guide

Green Heat pellet fire dimensions

heatmaster.com.au

A standard power cord is located on the back right (when facing the fire) of the pellet fire
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Product Illustration

 

a Bellow eaves, balconies or other projections  300 mm

b From the ground or above a balcony  300 mm

c From a return wall or external corner  500 mm

d From a gas meter (M)  1000 mm

e From an electricaity meter or fuse box (P)  500 mm

f From a drain or soil pipe  150 mm

g Horizontal from an building structure  500 mm

h  500 mm

j Horizontally from an openable window, door, or non-mechanical 

air inlet, or any other opening into a building, with the exception
of sub floor ventilations  500 mm

k Vertically below  an openable widow, door,or non-mechanical  

air inlet, or any other opening into a building, with the exception
of sub-floor ventilations  150 mm

l Minimum horizontal clearance to any surface  

(such as an exterior wall) for vertical terminations  610 mm

m Minimum height above roof line for vertical termination  600 mm
From any other flue terminal, cowl or cobustion air intake



Floor protection hearth requirements

External vertical flue kit
Rear Pellet Flue Kit
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Rear snorkel flue kit
Rear Snorkel Pellet Flue Kit
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Tee piece 
condensation trap 

Flue clearance

Vertical flue with
horizontal termination
4m Vertical Snorkel Pellet Flue Kit
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Green Heat Pellet Fire Quick Step Installation Guide

The pellet fire must sit on non-combustible
material which must also protrude.
• Min 300mm in front of the fire
• Min 75mm on sides

• The pellet fire must be installed on a suitable,
solid and horizontal floor;

• The pellet fire must only be installed with a
supplier approved flue system.

Note: The installation of the pellet fire must be in
compliance with the local regulations and rules.

Vertical flue kit
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A
Pellet Fire RSF Adjustable
Flue (with Locking Band)

C Pellet Fire RSF 1000mm pipe 
(with Locking Band)

F Pellet Fire RSF Vertical Cowl
Stainless Steel

G

J Pellet Fire RSF Wall Plate

T Pellet Fire RSF 90  TEE
(with Cap)

Pellet Fire RSF Adaptor

U Pellet Fire TEE Wall Bracket

Q Pellet Fire RSF 90  Bend

R Pellet Fire RSF 30  Bend

V Pellet Fire RSF Wall Brace

o

o

o

E Pellet Fire Ceiling Ring

Optional Support Brace

Note:
The optional support brace (N) has the ability to any angle
of adjacent roof beams. *There is a 25mm clearance 
between the flue and any timber at all times.*

Installation of Pellet Fire

• A clearance of 50mm must be maintained
from the flue to any combustible material

• Additional flues, or flue combinations are
available upon request


